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Roads as classified in this map series are as follows:
Primary roads are maintained and graded, traversable by
two-wheel-drive vehicles; secondary roads are traversable
possibly by two-wheel-drive vehicles; trails are not
traversable by four-wheel-drive vehicles except locally.
When other information is lacking, roads are classified
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EXPLANATION

Surficial deposits

PRV J)
QUATERNARY

Jeu

Curtis formation

Upper , Jurassic

Je

Entrada sandstone

JURASSIC

Jc

.Iurajssic

Carmel formation

Middle and Upper

Jdn

JURASSIC
and
JURASSIC(?)

Navajo sandstone
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Contact
Can be located
within 30 feet horizontally.
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Contact
Can be located
within 30 to 200 feet horizontally.
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Contact

Cannot be located accurately; probable
error greater than 200 feet horizontally.
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Probable contact
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Resistant bed
within a formation

May be traceable only locally.
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Fault
U, upthrown side; D, downthrown side.
Questioned where probable.

A2
Strike and dip of beds
Based on field measurement.

/ﬂ 3
Strike and dip of beds
Computed by photogrammetric methods.

A2

Approximate strike and dip of beds
Based on photointerpretation.

/ﬁ/s
Inferred strike and dip of beds
Based on photointerpretation of
areas where bedding is obscure.

.

Strike of approximately vertical joints
Based on photointerpretation.

Linear feature uninterpretable on photograph
May be geologically significant.
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